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INTEGRATED BALER WRAPPERS INTEGRATED BALER WRAPPERS

•	 2.1m Pick Up
•	 25 Knife Chopper System 

With Heavy Duty Rotor
•	 Knife Pressure Display
•	 Knife Position Sensor
•	 Drop Floor Unblocking
•	 18 Roller Bale Chamber
•	 50mm Bale Chamber 

Bearings
•	 1’-1/4” Chain On The Bale 

Chamber

•	 Continuous Oiler System
•	 Automatic Progressive 

Greasing System
•	 Vertical Wrapping Ring
•	 Film Break Sensors
•	 560/60R - 22.5 Tyres
•	 Standard 55% And 70%  

Pre Strech Gears
•	 Load Sensing Hydraulics

FUSION 3

FUSION 3 PRO
•	 2.1m Pick Up
•	 25 Knife Chopper System 

With Heavy Duty Rotor
•	 Knife Pressure Display
•	 Knife Position Sensor
•	 Drop Floor Unblocking
•	 18 Roller Bale Chamber
•	 50mm Bale Chamber 

Bearings
•	 1’-1/4” Chain On The Bale 

Chamber
•	 Continuous Oiler System
•	 Automatic Progressive 

Greasing System
•	 Vertical Wrapping Ring
•	 Film Break Sensors
•	 560/60R - 22.5 Tyres
•	 Standard 55% And 70%  

Pre Strech Gears

•	 Load Sensing Hydraulics
•	 iTouch control unit
•	 Camera – transfer and 

wrapping process
•	 Automatic drop floor reset
•	 Automatic knife drop feature
•	 End of wrapping roll func-

tion
•	 Bale tip speed adjustment
•	 Output for controlling a crop 

additive applicator
•	 USB Export Feature
•	 Options 

 - ISOCAN Printer 
 - Moisture Sensor 
 - Scales 
 - NRF Loading Device

$

$

FUSION 3 PLUS
Film on Film
Technology

•	 Film On Film Technology
•	 2.1m Pick Up
•	 25 Knife Chopper System 

With Heavy Duty Rotor
•	 Knife Pressure Display
•	 Knife Position Sensor
•	 Drop Floor Unblocking
•	 18 Roller Bale Chamber
•	 50mm Bale Chamber 

Bearings 

•	 1’-1/4” Chain On The  
Bale Chamber

•	 Continuous Oiler System
•	 Automatic Progressive 

Greasing System
•	 Vertical Wrapping Ring
•	 Film Break Sensors
•	 560/60R - 22.5 Tyres
•	 Standard 55% And 70%  

Pre Strech Gears
•	 Load Sensing Hydraulics

$

Fusion 3 Pro  
- iTouch Control Unit
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INTEGRATED BALER WRAPPERS INTEGRATED BALER WRAPPERS

FUSION 3 FUSION VARIO

REDUCED LABOUR
As it is an integrated baler  
wrapper, only one operator is 
required to carry out the task of 
baling and wrapping which leads 
to reduced costs in labour.

ONE MACHINE
The Fusion Vario provides the 
operator with the flexibility to 
produce various size bales without 
the need to return to the yard to 
change machines for baling  
different types of crop over the 
course of a day.

REDUCED CROP LOSS
The single belt on the McHale 
Fusion Vario reduces crop loss 
compared to multiple belts which is 
particularly beneficial when baling 
short crops such as Alfalfa.

BALE ONLY PROGRAMME
When baling hay or straw, the 
operator has the ability to place 
bales in pairs of two for easy 
collection.

ADVANTAGES 
OF THE FUSION 
VARIO

Fusion Vario comes with the  
iTouch monitor which allows the 

operator to have full control from 
the touch of the screen.

1.45m
(4’8”)1m

(3’3”)

Wrapped
Haylage/Silage

1.68m
(5’6”)

0.6m
(2’)

Bale Size
Unwrapped
All forage types

All Fusions with bale on end kit as  
standard.*Removable for hay* $

•	 2.1m Five Tine Bar Pick Up
•	 Crop Roller
•	 15 Knife Chopper System With Heavy Duty Rotor
•	 Drop Floor Unblocking System
•	 Double Drive Variable Bale Chamber
•	 Endless Single Belt
•	 Crop Flow Indicators
•	 Patented Bale Transfer System
•	 High Speed Vertical Wrapping Ring
•	 Inbuilt Camera System
•	 Fully Automatic Operation
•	 650/50 R22.5 Tyres
•	 Load Sensing Hydraulics



1.68m
(5’6”)

0.6m
(2’)

•	 15 Knife Chopper Unit
•	 Flexible Pick Up Floor
•	 Hydraulic Drop Floor
•	 Automatic Greasing 
•	 Automatic Chain Lubrication 
•	 NEW Hydraulic Net Stretch System
•	 Split Drive Gear Box
•	 2.1m High Intake Pick-Up 
•	 High Capacity Heavy Duty Rotor
•	 Bale Size - .7m – 1.68m
•	 Bale Chamber Double Drive  

and Support Roller 
•	 Mechanical Tailgate Locking 
•	 Expert Plus Control System
•	 500/50-22.5 Tyres As Standard

VARIABLE CHAMBER ROUND BALERS VARIABLE CHAMBER ROUND BALERS

As with all McHale machines, the V6 variable chamber round baler range(belt baler range) has been designed with the demands of 
today’s farmer and contractor in mind. This common sense approach to design, ensures that the McHale V6 variable chamber round 
balers’ operation is kept simple and user friendly. Features like, the three belt variable bale chamber with double drive and the drop 
floor unblocking system, when combined with high specification components, ensures long life, reliability and a variable chamber 
round baler that is rugged enough to handle the toughest of crops and ground conditions.

V6750

V6740

The V6740 & V6750 balers  
can make a bale from  
0.6m (2’) to 1.68m (5’6”)
All forage types

•	 NEW Hydraulic Net  
Stretch System

•	 2.1m High Intake Pick-Up 
•	 High Capacity Heavy  

Duty Rotor
•	 Flexible Pick Up Floor
•	 Hydraulic Drop Floor
•	 Automatic Chain Lubrication 

•	 Centralised Greasing Blocks
•	 Split Drive Gear Box
•	 Bale Size - .7m – 1.68m
•	 Mechanical Tailgate  

Locking System
•	 Expert Plus Control System
•	 460/65-20 Tyres As Standard

EXPERT PLUS 
MONITOR 
Standard on 
V6740 + V6750 
models

$

$

THE INNER WORKINGS
NON-DRIVE SIDE

2.1 Metre Pick-Up
As standard, a 2.1m high intake galvanised 
pick-up ensures excellent ground cleaning 
in all types of crop. 
A camless pick-up is also available as an option. 

Heavy-Duty 8 Stud Axle
The heavy-duty axle design gives 
greater ground clearance and the 8 
stud axle configuration ensures the 
axle stands up to the most testing 
ground conditions.

Bale Shape Indicators
The bale shape indicators ensure that when 
the machine works in a light swath, the 
best bale shape is achieved by alerting the 
driver via the control box, which side of the 
chamber needs to be filled.

Drop Floor Unblocking
The McHale variable chamber baler range is 
fitted with a drop floor unblocking system, 
which means blockages can be fed through 
in three simple steps.

Simple Belt Tracking Adjustment 
Belts can be simply adjusted at the rear 
of the machine to ensure for optimum 
bale formation.

Heavy-Duty Springs
4 heavy-duty springs pressurise 
the crop at the start of the baling 
process. The tension placed on the 
belt(s) by these large springs allows 
for the perfect start to the bale as the 
operator can start at full speed. The 
spring tension on the belts ensures 
easy bale formation and a well 
formed core.

Central Greasing for 
Ram Ends & Door Hinges 
A central greasing block allows the 
operator to easily supply grease to the door 
rams and hinges.

Drop Floor & Knife Position Sensors 
Two sensors ensure that the machine 
always delivers a good chop quality. A 
drop floor sensor indicates to the operator 
if the floor is open via the control box 
while the knife position sensor monitors 
the distance between the top of the knife 
and the spine on the rotor.

Cleaning Augers
A cleaning auger is fitted to the double 
drive which prevents crop build up. 
When the machine works in wet and 
sugary crops, the cleaning auger keeps 
the double drive clean.
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THE INNER WORKINGS The MACHINE GUARDING on the variable chamber baler 
range has been designed using a durable twin skin composite. 
Once the guarding of the machine is opened up, it gives the 
OPERATOR EASY ACCESS TO THE MACHINE COMPONENTS.DRIVE SIDE

Bale Chamber Double Drive 
On the McHale V6750 & Fusion Vario, 
the double drive aids belt & material 
rotation in more difficult conditions.

Split Drive Gearbox
The split drive gearbox offers direct, 
short transfer paths, leading to 
optimal and even power distribution 
to both the bale chamber and pick-up 
/ chopper units.

Two Roll Net Loading & Storage
The operator simply releases the straps 
on the spare roll of net on the machine 
platform and moves the roll of net into 
position. Storage for two extra rolls of 
net is provided on the baler platform.

Continuous Oiling System
Once the PTO is engaged, all chains 
receive oil continuously to ensure the 
highest standards of reliability.

15 Knife Chopper Unit
The 15 knife chopper unit is the 
standard chopper unit in the McHale 
V6750 and Fusion Vario machines. 
A bank of 15 knives provide a chop 
length of approximately 65mm.

Greasing
All drive and non-drive side chamber 
bearings and rotor bearings are being 
greased as the machine is working 
through the greasing cycle. As standard 
on all V6740 and V6750 machines, 
there is a number of centralised 
greasing blocks. On the Fusion Vario, 
automatic greasing comes as standard.
Automatic greasing is an available option on the V6750. 

Mechanical Tailgate Locking
The bale chamber is kept securely 
closed with mechanical locks that 
open only to release the bale. Resulting 
in maximum baling density.

Heavy-Duty Chains
Heavy-duty drive chains ensure long 
life with minimum down time.

High Performance Stretch Net System
A simple yet effective netting system 
allows the roll of net to rotate as it is being 
applied to ensure even net application.
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•	 15 Knife Chopper Unit
•	 Flexible Pick Up Floor
•	 Hydraulic Drop Floor
•	 Automatic Greasing 
•	 Automatic Chain Lubrication 
•	 NEW Hydraulic Net Stretch System
•	 Split Drive Gear Box
•	 2.1m High Intake Pick-Up 
•	 High Capacity Heavy Duty Rotor
•	 Bale Size - .7m – 1.68m
•	 Bale Chamber Double Drive  

and Support Roller 
•	 Mechanical Tailgate Locking 
•	 Expert Plus Control System
•	 500/50-22.5 Tyres As Standard

VARIABLE CHAMBER ROUND BALERS VARIABLE CHAMBER ROUND BALERS

V6750

V6740

THE INNER WORKINGS
NON-DRIVE SIDE

2.1 Metre Pick-Up
As standard, a 2.1m high intake galvanised 
pick-up ensures excellent ground cleaning 
in all types of crop. 
A camless pick-up is also available as an option. 

Heavy-Duty 8 Stud Axle
The heavy-duty axle design gives 
greater ground clearance and the 8 
stud axle configuration ensures the 
axle stands up to the most testing 
ground conditions.

Bale Shape Indicators
The bale shape indicators ensure that when 
the machine works in a light swath, the 
best bale shape is achieved by alerting the 
driver via the control box, which side of the 
chamber needs to be filled.

Drop Floor Unblocking
The McHale variable chamber baler range is 
fitted with a drop floor unblocking system, 
which means blockages can be fed through 
in three simple steps.

Simple Belt Tracking Adjustment 
Belts can be simply adjusted at the rear 
of the machine to ensure for optimum 
bale formation.

Heavy-Duty Springs
4 heavy-duty springs pressurise 
the crop at the start of the baling 
process. The tension placed on the 
belt(s) by these large springs allows 
for the perfect start to the bale as the 
operator can start at full speed. The 
spring tension on the belts ensures 
easy bale formation and a well 
formed core.

Central Greasing for 
Ram Ends & Door Hinges 
A central greasing block allows the 
operator to easily supply grease to the door 
rams and hinges.

Drop Floor & Knife Position Sensors 
Two sensors ensure that the machine 
always delivers a good chop quality. A 
drop floor sensor indicates to the operator 
if the floor is open via the control box 
while the knife position sensor monitors 
the distance between the top of the knife 
and the spine on the rotor.

Cleaning Augers
A cleaning auger is fitted to the double 
drive which prevents crop build up. 
When the machine works in wet and 
sugary crops, the cleaning auger keeps 
the double drive clean.
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THE INNER WORKINGS The MACHINE GUARDING on the variable chamber baler 
range has been designed using a durable twin skin composite. 
Once the guarding of the machine is opened up, it gives the 
OPERATOR EASY ACCESS TO THE MACHINE COMPONENTS.DRIVE SIDE

Bale Chamber Double Drive 
On the McHale V6750 & Fusion Vario, 
the double drive aids belt & material 
rotation in more difficult conditions.

Split Drive Gearbox
The split drive gearbox offers direct, 
short transfer paths, leading to 
optimal and even power distribution 
to both the bale chamber and pick-up 
/ chopper units.

Two Roll Net Loading & Storage
The operator simply releases the straps 
on the spare roll of net on the machine 
platform and moves the roll of net into 
position. Storage for two extra rolls of 
net is provided on the baler platform.

Continuous Oiling System
Once the PTO is engaged, all chains 
receive oil continuously to ensure the 
highest standards of reliability.

15 Knife Chopper Unit
The 15 knife chopper unit is the 
standard chopper unit in the McHale 
V6750 and Fusion Vario machines. 
A bank of 15 knives provide a chop 
length of approximately 65mm.

Greasing
All drive and non-drive side chamber 
bearings and rotor bearings are being 
greased as the machine is working 
through the greasing cycle. As standard 
on all V6740 and V6750 machines, 
there is a number of centralised 
greasing blocks. On the Fusion Vario, 
automatic greasing comes as standard.
Automatic greasing is an available option on the V6750. 

Mechanical Tailgate Locking
The bale chamber is kept securely 
closed with mechanical locks that 
open only to release the bale. Resulting 
in maximum baling density.

Heavy-Duty Chains
Heavy-duty drive chains ensure long 
life with minimum down time.

High Performance Stretch Net System
A simple yet effective netting system 
allows the roll of net to rotate as it is being 
applied to ensure even net application.
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FIXED CHAMBER BALERS

As with all McHale machines the McHale F5500 fixed chamber round baler has been designed with the demands of today’s farmer and contractors in 
mind. This common sense approach to design ensures that machine operation is kept simple and user friendly.

Features like progressive greasing and oiling and drop floor unblocking system, when combined with high specification components ensure long life, 
reliability and a machine that is rugged enough to handle the toughest of crop and ground conditions.

•	 2.1m 5 Tine Bar Pick Up

•	 15 Knife Chopper System

•	 Semi-Automatic Operation

•	 Manual Net Adjustment (On Baler)

•	 Manual Density Adjustment (On Baler)

•	 Wizard Plus Monitor

FIXED CHAMBER BALERS

F5500 - 15 KNIFE CHOPPER

$
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At the higher end of the McHale F5000 Fixed Chamber Round Baler 
Range is the McHale F5600 fully automatic round baler, this is the  
highest specification round baler in the McHale F5000 round baler 
range.

Once the round bale is formed, net is automatically applied; the tailgate 
then automatically opens releasing the high density round bale, the  
tailgate on the F5600 baler then automatically closes and pressurises.

The F5600 fully automatic round baler comes standard with all the high 
specification features of the F5500 round baler but also benefits from;

•	 Expert Plus Control Console 
•	 25 Knife Chopper Unit
•	 Automatic Tailgate Operation
•	 Drop Floor Unblocking System
•	 In Cab Net And Bale Density Adjustment

The McHale F5600 PLUS is fitted with a servo operated load sensing control valve, which makes the baling process fully automatic. The machine is 
also equipped with a 25 knife chopping unit and an in chamber film bale binding system.

•	 2.1m Tine Bar Pick-Up

•	 High Density Fusion Rotor

•	 Drop Floor Unblocking System

•	 25 Knife Chopper Unit

•	 Fully Automatic - Load Sensing System

•	 Expert Plus Monitor

•	 In Cab Net Adjustment And Bale Density Adjustment

•	 Ability To Use Film Or Net Binding

FIXED CHAMBER BALERS

F5500 - 15 KNIFE CHOPPER F5600 - 25 KNIFE CHOPPER

F5600 PLUS - FILM BINDING BALER

$

$



ROUND BALE WRAPPER RANGE

A high speed solution which delivers consistent and even overlap and achieves optimum levels of fodder preservation and quality.

The McHale Orbital Bale Wrapper is a high speed round bale wrapper. The McHale Orbital harnesses the proven vertical wrapping 
ring technology used in the McHale Fusion to deliver a high output, low maintenance bale wrapper which is capable of keeping up 
with multiple balers.

•	 Fully Automatic Operation

•	 Patented High Speed Bale Loading

•	 Patented High Speed Vertical Wrapping Ring

•	 Wrap Bales From 3’ 3” to 4’ 8” (1m – 1.48m)

•	 Proven And Reliable Cut And Hold System

•	 Gentle Bale Tip After Wrapping

•	 Film Break Sensors

•	 Facility To Wrap With One Roll

•	 Clever Film Loading

•	 Expert Plus Control Box

•	 Load Sensing Hydraulics

ORBITAL

STANDARD SPECIFICATION

55%
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GEARS
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70% OPTIONAL
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The McHale W2020 is a high-speed stacking bale wrapper. It 
is a compact machine, which allows one operator to transport, 
wrap and stack the bale with one tractor or loader. The W2020 
can wrap a bale with four layers of plastic in approximately 20 
seconds and with six layers of plastic in 30 seconds. The W2020 
is controlled by an expert plus control box, which makes wrapper 
operation fully automatic. 
•	 Fully Automatic High Output Bale Wrapper
•	 Expert Series Control Console
•	 Dual Stretch Dispenser 70% (Optional 55%)
•	 Folding Arm Design
•	 Hydraulic Cut & Hold
•	 Plastic Break Sensors
•	 Fast Loading And Unloading Times
•	 Twin Satellites For Stable High Speed Wrapping
•	 Bale Diameter - 1.2m – 1.5m
•	 Hydraulic Requirements - 20 Litres/Min @170 Bar
•	 Load Sensing Hydraulics 

ROUND BALE WRAPPER RANGE ROUND BALE WRAPPER RANGE

ORBITAL 991 BE

911 T
$

W2020
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The McHale 991 range of round bale wrappers sets the pace 
for efficient and effective round bale wrapping. The 991 round 
bale wrapping range features practical design, quality com-
ponents and precision engineering making the McHale bale 
wrapping range the first choice for contractors and farmers.
•	 Ground Support Damper
•	 Hydraulic Cut And Hold
•	 Quick Fit Dispensers – 750mm
•	 Auto Load Lift Arm And Heavy Duty Chassis
•	 Round Bale Wrapping Table
•	 Film Break Sensors
•	 Bale On End Kit – Standard
•	 Hydraulic Requirements - 22 Litres/Min @ 170 Bar
•	 Working Speed Of Table (up to) - 30 Rotations/Min
•	 Expert Series Control Console

In 2010 McHale introduced a new model,  
the 991 High Speed, a bale wrapper, which  
can deliver 50% more output.
•	 Twin Quick Fit Dispensers – 750mm
•	 Ground Support Damper
•	 Hydraulic Cut And Hold
•	 Auto Load Lift Arm And Heavy Duty Chassis
•	 Round Bale Wrapping Table 
•	 Film Break Sensors
•	 Bale On End Kit – Standard
•	 Hydraulic Requirements - 22 Litres/Min @ 170 Bar
•	 Working Speed Of Table (Up To) - 30 Rotations/Min
•	 Expert Series Control Console

55%
STRETCH

GEARS

55%
STRETCH

GEARS

64%
STRETCH

GEARS



SQUARE BALE WRAPPERS

The McHale 998 square bale wrapper is the versatile high  
output solution for wrapping square bales. It is capable of  
wrapping 80 – 100 bales per hour.

Common sense design, quality components and precision  
engineering make the 998 square bale wrapper the trusted 
choice for contractors and farmers who demand high output  
and consistent performance in all conditions and terrain.

The 998 is a unique square bale wrapper and it has the ability  
to move three bales at one time through its conveyor system. 
The 998 square bale wrapper can:
•   Load one square bale onto the front conveyor.
•   Move a second square bale from the front conveyor into  
	      the wrapping position.
•   Eject the last wrapped square bale off the back of the  
	      998 square bale wrapper.

The 998 square bale wrapper is packed with features including conveyor loading and fast positioning of the square bale into the bale wrapping 
position, hydraulically operated cut and tie system, auto square bale levelling and a two point linkage mounted swivel head-stock. The 998 wraps 
all sizes of square bale from 80cm x 70cm to 160cm x 120cm including double square bales.

The in-cab control unit enables the operator to change square bale sizes and select the desired number of film layers to be applied by the square 
bale wrapper. When set, one touch of the auto start button operates the complete cycle from start to finish. The patented roller angle-measuring 
device on the 998 square bale wrapper measures the corners of the bale and through this determines the correct number of satellite rotations. This 
patented system, ensures a consistent and even bale wrapping cycle where the required overlap is acheived, regardless of the square bale size or 
shape. The 998 operator can also select extra care wrapping, which makes the McHale 998 square bale wrapper apply additional plastic on the 
corners of the bale.

998 HIGH OUTPUT WRAPPER

$
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BALE HANDLINGBALE HANDLING

McHale R5 –Round Bale Handler. Simplicity, versatility and 
strength are the main features of the McHale R5 Round Bale 
Handler.

The McHale R5 round bale handler is ideal for collecting round 
bales, which have been tipped on their ends in the field. 

The McHale R5 Round Bale Handler can also be used to collect 
round bales, which have been left normally after a baler and 
rotate them through 90 degrees and stack them on their ends so 
that they hold their shape better.

The McHale Rs4 bale splitter and wrap retainer is a versatile 
solution for farmers who want to feed round bales efficiently. 

The Rs4 can split the bale, dispense the fodder at the feed area, 
retain the plastic and net wrap and release it at the recycling 
area.

998 HIGH OUTPUT WRAPPER R5 - ROUND BALE HANDLER

Rs4 - BALE SPLITTER + NET RETAINER

$

$



TALK TO YOUR LOCAL DEALER FOR MORE INFO 
or email pfgcredit@pfgaustralia.com.au

In today’s marketplace, businesses consider competitive tailored 
financing options just as important as the equipment features and 
benefits when they acquire machinery.

PFG Credit offers comprehensive financing programs based on 
innovative financial products to meet the individual needs of our 
customers. The various PFG Credit products available to clients are 
designed to allow businesses to conserve working capital, budget on a 
fixed rate, fixed term and fixed repayments to suit their cash flow.

Alternative loan repayment structures are available at very 
competitive low rates. Standard lending criteria and PFG Credit 
conditions apply. PFG Credit is a division of De Lage Landen Pty 
Limited ABN 20 101 692 040.

PH: 1800 424 241    WEB: www.pfgaustralia.com.au

NOTES:

DEALER:

UP TO

$250K
NO FINANCIALS NEEDED

LOAN SECURED BY
EQUIPMENT

ONLY

TAILORED

PAYMENT
OPTIONS

FIXED

INTEREST
RATE

SIMPLE APPLICATION  
FAST  APPROVAL

%

FINANCE  
FOR

BALERS
& WRAPPERS


